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LAWN RENOVATOR (THATCHER) 

 
WARNINGS: 

1. Customer must tie down unit for safe transport!   [           ] 
2. Never refuel while unit is running and/or hot. 
3. Always wear eye protection while operating this tool. 
4. This item contains one or more chemicals known to the State of (California to cause cancer, 

birth defects or other reproductive harm. 
 

General Operating Instructions 
CLUTCH  
Be sure clutch is disengaged before starting engine. This lawn comber utilizes a spring loaded idler 
pulley to engage the belt. Put the clutch lever in the DOWN position to engage the belt. 

 

HEIGHT ADJUSTMENT 
The front wheels are raised and lowered by moving the height adjustment leaver up or down. The 
screw knob at the rear of the height adjustment lever establishes the amount of distance the front 
wheels will raise. The wheels will always return to the same setting. This screw provides for the EXACT 
DEPTH of combing desired regardless of blade wear or condition of the turf. Push the handle lever 
down and the blades raise to their maximum clearance. Lift the handle lever and the blades return to 
the established setting. Be sure height adjustment lever is in the down position before engaging clutch. 

 

PROPER HEIGHT –SETTING  
The thatcher blades should not hit the ground. If the blades hit the ground, they tend to bounce back 
and not swing through the grass. If the  lawn being worked on has a heavy buildup of thatch, it is 
recommended to go over it in one direction and do it again at a right angle. A heavy buildup of thatch 
may have taken years to accumulate – it may take 2 or 3 sessions of combing to remove it. Don’t try to 
correct  a severe problem with one pass over the lawn. 
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